Circuit diagram

Customer :
Plant designation : PA-CONTROL Single CPU4
Project number : 1027197

Type : 1 Axis english
Manufacturing date : 2002
Incoming supply : 230V/50Hz/16A
Feeding : 3x1.5mm²
Fuse protection : 16A
Control voltage : 24V

Created on : 16.10.02
Project leader :
Last changed : 28.06.05
Editor : VOL

Highest Page No. : 12
<table>
<thead>
<tr>
<th>Page</th>
<th>Page description</th>
<th>Additional page field</th>
<th>Date</th>
<th>Editor</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Title page</td>
<td></td>
<td>28.06.2005</td>
<td>VOL</td>
</tr>
<tr>
<td>2</td>
<td>Modification information</td>
<td></td>
<td>28.06.2005</td>
<td>VOL</td>
</tr>
<tr>
<td>3</td>
<td>Directory</td>
<td></td>
<td>28.06.2005</td>
<td>VOL</td>
</tr>
<tr>
<td>4</td>
<td>PRC Single Power supply</td>
<td></td>
<td>28.06.2005</td>
<td>VOL</td>
</tr>
<tr>
<td>5</td>
<td>PRC Single Interface connection</td>
<td></td>
<td>28.06.2005</td>
<td>VOL</td>
</tr>
<tr>
<td>6</td>
<td>Power supply PRC Single I/O-card</td>
<td></td>
<td>28.06.2005</td>
<td>VOL</td>
</tr>
<tr>
<td>7</td>
<td>PRC Single Inputs I1-I8</td>
<td></td>
<td>28.06.2005</td>
<td>VOL</td>
</tr>
<tr>
<td>8</td>
<td>PRC Single Inputs I9-I16</td>
<td></td>
<td>28.06.2005</td>
<td>VOL</td>
</tr>
<tr>
<td>9</td>
<td>PRC Single Outputs 01-08</td>
<td></td>
<td>28.06.2005</td>
<td>VOL</td>
</tr>
<tr>
<td>10</td>
<td>PRC Single Outputs 09-016</td>
<td></td>
<td>28.06.2005</td>
<td>VOL</td>
</tr>
<tr>
<td>11</td>
<td>Power card 1 2 phases stepping motor</td>
<td></td>
<td>28.06.2005</td>
<td>VOL</td>
</tr>
<tr>
<td>12</td>
<td>Power card 1 5 phases stepping motor</td>
<td></td>
<td>28.06.2005</td>
<td>VOL</td>
</tr>
</tbody>
</table>

**Editor**

- Name: [Image]
- Date: 16.10.03
- Modification: 28.06.05
- Print: 11.01.07

**System:**

- Place: PA-CONTROL Single CPU4

**Customer**

- Drawing-no. IEF: 1027197
- Page no.: 3
- Final customer: [Image]

**Drawing-no. customer:**

- Page: 12
PA-CONTROL Single

PAC Single I/O-card 1

Pin 17: +24V for In-Outputs
Pin 18: +24V for In-Outputs

Pin 19: earth 24V (gnd)
Pin 36: earth 24V (gnd)
Pin 37: earth 24V (gnd)

---

Power supply PAC
Single I/O-card

PA-CONTROL Single CPU4
PAC Single-Inputs card 1

Reserve Reserve Reserve Reserve Reserve Reserve Reserve Reserve Reserve

PAC Single Inputs
11-18

PA-CONTROL Single CPU4